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GENERAL NOTES:

1.

THESE NOTES ARE GENERAL IN NATURE INTENDED TO SET THE MINIMUM STANDARD FOR
CONSTRUCTION  AND SUPPLEMENT CONTRACT AND DESIGN DOCUMENTS.
CONTRACTOR'S SITE SUPERVISOR SHALL REVIEW AND BE COMPLETELY FAMILIAR WITH
THE CONTRACT AND DESIGN DOCUMENTS AND HAVE A COPY OF THEM ON SITE AT ALL
TIMES DURING CONSTRUCTION. CONTRACT AND DESIGN DOCUMENTS REFER TO THESE
PLANS, THE SPECIAL PROVISIONS, APPLICABLE PERMIT REQUIRMENTS, APPROVED
CONTRACTOR PROVIDED PLANS AND REFERENCED PUBLICATIONS CITED.

ALL WORK SHALL BE IN COMPLIANCE WITH THE STANDARD SPECIFICATIONS FOR ROAD,
BRIDGE AND MUNICIPAL CONSTRUCTION , 2025 EDITION, THE SPECIAL PROVISIONS
PROVIDED AS PART OF THE BID REQUEST AND THESE PLANS.

ACCESS SITE ONLY AFTER RECEIVING APPROVAL FROM THE OWNER AND/OR
ENGINEER-OF-RECORD (EOR).

FOR ANY PORTION OF THE CONSTRUCTION WHICH THE CONTRACTOR IS UNABLE TO
PROVIDE THE REQUIRED CONSTRUCTION OR WHERE CONFLICTS EXIST, IT IS THE
CONTRACTOR'S RESPONSIBILITY TO REQUEST ADDITIONAL INFORMATION AND
CLARIFICATIONS FROM THE (EOR) PRIOR TO CONSTRUCTION.

TOPOGRAPHIC INFORMATION PROVIDED IS BASED ON TOPOGRAPHIC SURVEY
COMPLETED BY MASON CONSERVATION DISTRICT IN 2024. SITE CONDITIONS AND
TOPOGRAPHY MAY HAVE CHANGED. IT IS THE CONTRACTORS RESPONSIBILITY TO BE
FAMILIAR WITH EXISTING CONDITIONS PRIOR TO BID AND CONSTRUCTION.

PROPERTY BOUNDARIES SHOWN ARE APPROXIMATE AND BASED ON PUBLICLY
AVAILABLE MASON COUNTY GIS DATA. NO BOUNDARY SURVEY WAS COMPLETED AS PART
OF THIS PROJECT.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, ELEVATIONS AND QUANTITIES
BEFORE CONSTRUCTION. THE EOR SHALL BE NOTIFIED OF ANY DISCREPANCIES OR
INCONSISTENCIES PRIOR TO CONTINUATION OF WORK.

CONSTRUCTION NOTES (SEE SPECIAL PROVISIONS):

1.

10.
11.
12.
13.

14.

15.

CONTRACTOR SHALL FURNISH ALL TIME, MATERIALS, SUPPLIES, EQUIPMENT, FUEL AND
LABOR NECESSARY TO PROVIDE REQUIRED SUBMITTALS AND COMPLETE ALL WORK AS
INDICATED IN THE CONTRACT AND DESIGN DOCUMENTS.

MOBILIZATION OF ALL EQUIPMENT, SUPPLIES, MATERIALS, AND FUEL REQUIRED FOR
CONSTRUCTION OF PROJECT ELEMENTS AND REMOVAL OF BULKHEAD MATERIAL MUST
BE BY BARGE AS UPLAND ACCESS IS RESTRICTED. LIMITED PARKING MAY BE AVAILABLE
FOR USE BY CONSTRUCTION PERSONNEL IF APPROVED BY EOR PRIOR TO MOBILIZATION
TO SITE.

ALL EQUIPMENT TO BE USED ON THE PROJECT SITE SHALL BE CLEANED PRIOR TO
MOBILIZATION TO THE SITE TO MINIMIZE THE INTRODUCTION OF FOREIGN MATERIALS
AND FLUIDS TO THE SITE. ALL EQUIPMENT SHALL BE FREE OF OIL, HYDRAULIC FLUID AND
FUEL LEAKS. TO PREVENT INVASION OF NOXIOUS WEEDS OR THE SPREAD OF WHIRLING
DISEASE SPORES, ALL EQUIPMENT SHALL BE POWER WASHED OR CLEANED TO REMOVE
MUD, SOIL AND VEGETATION PRIOR TO MOBILIZATION INTO THE PROJECT AREA. IT WILL
BE THE CONTRACTOR'S RESPONSIBILITY TO INSURE THAT ADEQUATE MEASURES HAVE
BEEN TAKEN AND WILL BE RESPONSIBLE FOR REMEDIAL ACTIONS AT CONTRACTOR'S
EXPENSE IF CONTAMINATION RESULTING FROM CONTRACTORS EQUIPMENT OCCURS.

THE CONTRACTOR SHALL ATTEND A MANDATORY PRE-BID MEETING ON SITE.

ALL WORK SHALL CONFORM TO THE 2025 EDITION OF WSDOT STANDARD PLANS &
SPECIFICATIONS UNLESS OTHERWISE INDICATED BY CONTRACT DOCUMENTS.

THE CONTRACTOR SHALL SUBMIT TO THE EOR A PROGRESS SCHEDULE THAT INCLUDES
EXPLICIT CONSIDERATION OF THE IN-WATER WORK WINDOW AND DEWATERING PLAN.
THE PROPOSED PROGRESS SCHEDULE SHALL BE APPROVED BY THE EOR PRIOR TO
MOBILIZATION TO THE PROJECT SITE.

CONTRACTOR SHALL SUBMIT AN ACCESS, STAGING AND STOCKPILE PLAN TO EOR FOR
APPROVAL PRIOR TO MOBILIZATION.

CONSTRUCTION HOURS SHALL BE WEEKDAYS BETWEEN 7:00 AM AND 6:30 PM. WORK
DURING HOLIDAYS, WEEKENDS, AND OUTSIDE NORMAL WORK HOURS REQUIRES PRIOR
APPROVAL FROM THE EOR OR AUTHORIZED REPRESENTATIVE.

ANY DISCREPANCIES ARE TO BE BROUGHT TO THE ATTENTION OF THE EOR PRIOR TO
PROCEEDING WITH THE WORK.

NOTES AND DETAILS ON THE PLANS SHALL TAKE PRECEDENCE OF THE GENERAL NOTES.
DIMENSIONS CALLOUTS SHALL TAKE PRECEDENCE OVER SCALES SHOWN ON PLANS.
ACCESS TO/ALONG ROADWAYS SHALL BE MAINTAINED AT ALL TIMES.

ALL EQUIPMENT, MATERIALS, AND PERSONNEL SHALL REMAIN WITHIN THE WORK AREA
BOUNDARY.

THE CONTRACTOR SHALL KEEP THE WORK AREAS IN NEAT CONDITION, FREE OF DEBRIS
AND LITTER FOR THE DURATION OF THE PROJECT.

CONTRACTOR SHALL IMPLEMENT MEASURES TO CONTROL AND MINIMIZE DIRT, DUST AND
DEBRIS FROM CONSTRUCTION ACTIVITIES AND CONSTRUCTION VEHICLES LEAVING THE
SITE AND/OR SITE CONSTRUCTION RUNOFF.

16.

ALL DISTURBED AREAS OUTSIDE OF THE LIMITS OF DISTURBANCE SHALL BE RESTORED
TO ORIGINAL CONDITION OR BETTER AT NO ADDITIONAL COST TO THE OWNER AT THE
END OF CONSTRUCTION.

WORK PERIODS:

1.

2.

THE PROJECT SITE IS LOCATED IN WASHINGTON STATE TIDAL REFERENCE AREA 2
(OLYMPIA). TO PROTECT FISH AND SHELLFISH HABITATS AT THE JOB SITE, WORK BELOW
THE ORDINARY HIGH WATER LINE MUST OCCUR BETWEEN APRIL 1 AND JUNE 30.

OHWL IS DEFINED AS THE MEAN HIGHER-HIGH WATER (MHHW) TIDAL DATUM ELEVATION.

TEMPORARY EROSION AND SEDIMENT CONTROL (TESC) NOTES (SEE SPECIAL PROVISIONS):

1.
2.

10.

11.

12.

13.

14.

EROSION, SEDIMENT AND POLLUTANT CONTROL IS REQUIRED FOR THIS PROJECT.

CONTRACTOR SHALL PREPARE AND SUBMIT A SPILL PREVENTION CONTROL AND
COUNTERMEASURES PLAN (SPCC) FOR APPROVAL BY EOR PRIOR TO ANY
CONSTRUCTION ACTIVITIES. A COPY OF THE APPROVED SPCC PLAN AND MATERIALS
NECESSARY FOR IMPLEMENTATION ARE REQUIRED ON SITE AT ALL TIMES DURING THE
PROJECT.

CONTRACTOR SHALL PREPARE AND SUBMIT A TEMPORARY EROSION AND SEDIMENT
CONTROL PLAN (TESC) FOR APPROVAL BY EOR BEFORE BEGINNING WORK. A COPY OF
THE APPROVED TESC PLAN IS REQUIRED ON SITE AT ALL TIMES DURING THE PROJECT.

AT A MINIMUM, TWO OIL ABSORBING FLOATING BOOMS, APPROPRIATE FOR THE SIZE OF
THE WORK AREA SHALL BE AVAILABLE ON SITE TO CONTAIN SPILLS AND SHALL BE
STORED IN A LOCATION THAT FACILITATES IMMEDIATE DEPLOYMENT IN THE EVENT OF A
SPILL.

SELECT BEST MANAGEMENT PRACTICES (BMPs) FROM THE FOLLOWING DOCUMENTS: 1)
WSDOT EROSION AND SEDIMENT CONTROL MANUAL (KEEP ON SITE AT ALL TIMES) 2) THE
STANDARD CONSTRUCTION SPECIFICATIONS 3)THE PROJECT SPECIAL PROVISIONS AND
4) VOLUME Il OF THE STORMWATER MANAGEMENT MANUAL FOR WESTERN WASHINGTON.

INSTALL, MONITOR, REPLACE AND UPGRADE AS NECESSARY ALL TESC AND SPCC PLAN
BMPS AND MEASURES. PERFORM MAINTENANCE TO ENSURE CONTINUOUS
FUNCTIONING.

THE TESC PLAN AND FACILITIES MUST BE INSPECTED A MINIMUM OF DAILY.

NO VISIBLE AND MEASURABLE SEDIMENT OR POLLUTANT SHALL EXIT THE SITE, ENTER A
PUBLIC RIGHT-OF-WAY OR BE DEPOSITED INTO ANY WATER BODY OR STORM DRAINAGE
SYSTEM.

FOLLOWING A STORM EVENT, INSPECT AND ADJUST, REPAIR, IMPROVE OR REPLACE ALL
DEFICIENT OR FAILING FACILITIES AND MEASURES.

PROTECT ALL FUNCTIONING STORM WATER INLETS AND CATCH BASINS FROM RECEIVING
UNFILTERED, SEDIMENT-LADEN RUNOFF.

STABILIZE ALL EXPOSED SOIL FOLLOWING GROUND DISTURBING ACTIVITY PRIOR TO
DEMOBILIZATION OR IF WORK IS STOPPING FOR 30 DAYS OR MORE. STABILIZE WITH
NATIVE GRASS SEEDING OR 3-INCH THICK LAYER OF MEDIUM COMPOST.

ANY STOCKPILED SOIL MUST BE SECURED AND PROTECTED THROUGHOUT THE PROJECT
WITH SOIL STABILIZATION MEASURES INCLUDING SEDIMENT BARRIERS AND PLASTIC
SHEETING.

REMOVE EROSION AND SEDIMENT CONTROL FACILITIES AFTER PROJECT IS COMPLETED,
SITE IS STABILIZED AND UPON APPROVAL OF EOR.

PROTECT TREES, VEGETATION AND KNOWN CULTURAL RESOURCES SITE AS DIRECTED IN
THE PLAN SHEETS. CAUTION TAPE, HIGH VISIBILITY FENCING OR LATHE SHALL BE USED
TO MARK AREAS TO BE PROTECTED.

DEWATERING (SEE SPECIAL PROVISIONS):

1.

TYPICAL DEWATERING PLAN PROVIDED ON SHEET C10 FOR INFORMATIONAL PURPOSES.
CONTRACTOR TO DEVELOP AND SUBMIT FINAL DEWATERING PLAN FOR APPROVAL BY
THE EOR.

CULTURAL RESOURCES (SEE SPECIAL PROVISIONS AND APPENDICES):

1.

1.

CULTURAL RESOURCES HAVE BEEN IDENTIFIED ON THE PROJECT SITE. AN
ARCHAEOLOGICAL OBSERVER WILL BE ON-SITE DURING ACTIVITIES NEAR DELINEATED
SITE. CONTRACTOR, IN COORDINATION WITH THE EOR OR APPROVED REPRESENTATIVE
AND ARCHAEOLOGICAL OBSERVER, WILL DELINEATE AND MARK CULTURAL RESOURCES
BUFFER WITH STAKING, HIGH VISIBILITY FENCING OR LATHE AND WILL PROTECT THIS
AREA FROM ALL EQUIPMENT AND PERSONNEL ENCROACHMENT.

IN THE EVENT OF INADVERTENT DISCOVERY OF ADDITIONAL CULTURAL RESOURCES
MATERIALS OUTSIDE THE PROTECTED BUFFER, THE CONTRACTOR WILL CEASE WORK,
CONSULT WITH AND FOLLOW THE DIRECTION OF THE ARCHAEOLOGICAL OBSERVER AND
FOLLOW THE INADVERTENT DISCOVERY PLAN.

UTILITIES:

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE IF THERE ARE BURIED
OR OVERHEAD UTILITIES IN THE VICINITY OF THE PROPOSED WORK. THE LANDOWNER
AND/OR CONTRACTOR IS REQUIRED TO CALL 811 OR STATE UTILITIES LOCATOR SERVICE
WEBSITE FOR UTILITIES TO BE LOCATED PRIOR TO COMMENCING CONSTRUCTION.
ABSENCE OF UTILITIES ON DRAWINGS IS NOT ASSURANCE THAT NO UTILITIES ARE
PRESENT AT THE SITE.

2. THE CONTRACTOR SHALL IMMEDIATELY CONTACT THE AFFECTED UTILITY SERVICE TO
REPORT ANY DAMAGED OR DESTROYED UTILITIES.

3. THE CONTRACTOR SHALL PROVIDE EQUIPMENT AND LABOR TO AID THE AFFECTED
UTILITY SERVICE IN REPAIRING DAMAGED OR DESTROYED UTILITIES AT NO ADDITIONAL
COST TO OWNER.

LARGE WOOD SPECIFICATIONS (SEE SPECIAL PROVISIONS):

1. DELIVERY, TRANSPORT AND STORAGE

WOODY MATERIAL SHALL BE DELIVERED TO THE PROJECT SITE AND STORED IN A NEAT,
ORDERLY ARRANGEMENT IN A MANNER THAT WILL PREVENT PHYSICAL DAMAGE TO THE
PRODUCT AND TO ALLOW ACCESS FOR OTHER WORK. WOOD MATERIAL WITH ROOTWADS
SHALL BE HANDLED IN A MANNER THAT MINIMIZES DAMAGE TO ROOTWAD. THE
CONTRACTOR SHALL TAKE CARE IDENTIFYING PROPER LOCATIONS FOR GRASPING WOODY
MATERIAL WITH ROOTWAD, USING TOW STRAPS AND/OR CHAINS SECURED TO AN
EXCAVATOR BUCKET WHEN NECESSARY TO AVOID DAMAGING ROOTWAD. TRUCKS SHALL
NOT BE OVERLOADED SUCH THAT MATERIALS BECOME COMPRESSED.

2. STRUCTURAL LOG MATERIAL

LOGS SHALL BE UNTREATED, SOUND, NOT ROTTEN, AND SHALL NOT BE INFESTED WITH
WOOD BORING INSECTS. ROT SHALL NOT BE MORE THAN 5% OF VOLUME FOR ANY LOG.
LOGS SHALL BE NO. 4 SAWMILL GRADE OR BETTER IN ACCORDANCE WITH THE OFFICIAL
RULES OF THE PACIFIC RIM LOG SCALING AND GRADING BUREAU, INC., LACEY,
WASHINGTON. CERTIFICATION OF LOG GRADES MAY BE REQUIRED BY THE EOR OR OWNER
IF POOR QUALITY LOGS ARE ENCOUNTERED. SPLIT TRUNKS OR PISTOL BUTTS ARE NOT
ALLOWED. WATERLOGGED LOGS WILL NOT BE ACCEPTED. LOGS MAY HAVE A CURVATURE
OF UP TO 0.5 FEET PER 10-FEET OF LENGTH AND SHALL TAPER NO MORE THAN 1" DIAMETER
PER 10-FEET OF LENGTH.

LOGS SHALL BE DOUGLAS FIR OR WESTERN RED CEDAR. LOG DIAMETER SHALL BE AT
LEAST AND UP TO 2 INCHES GREATER THAN THE DIAMETER SPECIFIED IN THESE PLANS AND
CONTRACT DOCUMENTS WHEN MEASURED A BREAST HEIGHT (DBH). LENGTH OF EACH LOG
SHALL BE AS SHOWN IN THESE PLANS AND CONTRACT DOCUMENTS OR LONGER BY NO
MORE THAN 1 FOOT. THE LOGS SHALL BE FREE OF BREAKS. LOGS SHALL BE CLEANED OF
LOOSE SOIL ALONG THE BOLE LENGTH PRIOR TO INSTALLATION. ROOTWADS DO NOT HAVE
TO BE CLEANED OF LOOSE SOIL PRIOR TO INSTALLATION HOWEVER, LOOSE MATERIALS ARE
RECOMMENDED TO BE REMOVED PRIOR TO ROAD TRANSPORT. INORGANIC MATERIAL
SHALL NOT EXCEED 10% OF THE LOG BY WEIGHT OR VOLUME AND SHALL NOT CONTAIN SILT
OR CLAY WHICH CAUSES TURBIDITY WHEN PLACED IN WATER.

MINIMUM ROOTWAD DIAMETER SHALL BE 4 FEET. THE ROOTWAD DIAMETER SHALL BE
MEASURED WITH THE TREE ON ITS SIDE AND THE MEASUREMENT FROM THE GROUND TO
THE TOP OF THE CONTINUOUS ROOTWAD EXCLUDING ROOD SEGMENTS LESS THAN 3" THAT
PROTRUDE BEYOND THE AVERAGE CIRCUMFERENCE OF THE ROOTWAD. ROOTS OF
ROOTWAD LOGS SHALL BE EVENLY DISTRIBUTED AROUND THE BOLE SUCH THAT THERE IS
NO MORE THAN A 1-FOOT VARIATION IN LENGTH OF MAJOR ROOTS AS MEASURED FROM THE
CENTER OF THE BOLE. DIAMETER OF ROOTS SHALL BE AT LEAST 3 INCHES AS MEASURED
AT THE SPECIFIED DIAMETER. SUFFICIENT NUMBER AND DIAMETER OF MAJOR ROOTS
SHALL EXIST SUCH THAT THE ROOT WAD CAN BE SET ON THE GROUND IN ANY
ORIENTATION AND MAINTAIN THE SPECIFIED MINIMUM DIAMETER.

SITE TIDAL DATUM (FT, NAVD88}
NOAA STATION: 9446281, ALLYN, WA

HAT* 12.2
MHHW 10.296
MHW 9.366
MTL 4.246
MLW -0.874
MLLW -3.924

*NOTE: NOAA STATION AT ALLYN, WA
IS A "MODELED STATION" AND
PROVIDES NO DATA FOR HIGHEST
ASTRONOMICAL TIDE (HAT). HAT
PRESENTED IS ESTIMATED BASED ON
TIDAL DATA FOR NOAA STATION
9446807, BUDD INLET, SOUTH OF GULL
HARBOR

LEGEND

PROPOSED GRADE MAJOR CONTOUR (5')
PROPOSED GRADE MINOR CONTOUR (1)

EXISTING GRADE MAJOR CONTOUR (5')

EXISTING GRADE MINOR CONTOUR (1)

MEAN HIGH WATER (MHW) (9.4', NAVD88)

HIGHEST ASTRONOMICAL TIDE (HAT) (12.2', NAVD88)
ACTIVE BERM PEAK ELEVATION (13.3' NAVD88)
STORM BERM PEAK ELEVATION (15.3', NAVD88)

EXP. 11/14/27

SHELTON, WA 98584
360.427.9436

MASON CONSERVATION DISTRICT
450 W. BUSINESS PARK ROAD
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EXP. 11/14/27

SHELTON, WA 98584
360.427.9436

MASON CONSERVATION DISTRICT
450 W. BUSINESS PARK ROAD

BY |CHK| DATE

HISTORY / REVISION

NO.

EARTHWORK SUMMARY CcY
TOTAL SUBGRADE CUT 265.5
TOTAL FILL REQUIRED FROM TEMPORARY STOCKPILE FOR EARTHEN BERM SUGRADE 7.1
TOTAL FILL REQUIRED FROM TEMPORARY STOCKPILE FOR EXISTING CHANNEL FILL 74.6
TOTAL FILL FROM TEMPORARY STOCKPILE 81.8
NET CUT TO BE REMOVED FROM SITE 183.7
IMPORTED BEACH/ESTUARY NOURISHMENT MATERIAL 204.3
IMPORTED BEACH BACK BERM KEY MATERIAL (4"-6" ANGULAR ROCK) 8
IMPORTED EARTHEN BERM, BEACH BACK BERM 50/50 TOPSOIL/COMPOST PLANTING MIX 12
IMPORTED 50/50 COMPOST/TOPSOIL MIX FOR "NATIVE LANDSCAPE PLANTING ZONE" MIX 14
EARTHWORK CALCULATION DETAIL
LOCATION CUT/FILL QUANTITY NOTES
TO TEMPORARY
ESTUARY RESTORATION EXCAVATE TO SUBGRADE (~9" BELOW FINISHED GRADE) Cut 222 STOCKPILE
\ FROM TEMPORARY
EXISTING CHANNEL FILL (FROM EXCAVATED MATERIAL) TO 9" BELOW FINISHED GRADE) FILL 75 STOCKPILE
TO TEMPORARY
BEACH NOURISHMENT EXCAVATE TO SUBGRADE Cut 40
STOCKPILE
TO TEMPORARY
BEACH BACK BERM KEY TRENCH EXCAVATE TO SUBGRADE CuT 3
STOCKPILE
BEACH BACK BERM KEY TRENCH SUBGRADE MATERIAL FILL 8 IMPORTED
BEACH NOURISHMENT SEDIMENT MATERIAL (9" AVERAGE THICKNESS) FILL 71 IMPORTED
ESTUARY RESTORATION NOURISHMENT MATERIAL (9" AVERAGE THICKNESS) FILL 134 IMPORTED
FROM TEMPORARY
EARTHEN BERM SUBGRADE MATERIAL FILL 7
STOCKPILE
IMPORTED EARTHEN BERM, BEACH BACK BERM 50/50 TOPSOIL/COMPOST PLANTING MIX FILL 12 IMPORTED
IMPORTED 50/50 COMPOST/TOPSOIL MIX FOR "NATIVE LANDSCAPE PLANTING ZONE" MIX FILL 14 IMPORTED

BELFAIR, WA 98528
EARTHWORK SUMMARY

ASE INLET: BULKHEAD REMOVAL & ESTUARY RESTORATION
4620 EAST STATE ROUTE 302
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[ APN 122282180295 |

<E> CONCRETE <E> CONTROL POINT UW'\,LI\‘IrgQ/(\:EODURSE
LINED OVERFLOW \ NS
CHANNEL

(TO BE REMOVED)

<E> 40' X 16"@ CMP CULVERT
(TO BE REMOVED)

<E> 30' X 24'@ CMP CULVERT
(TO BE REMOVED)

PROPERTY BOUNDARIES PER
MASON COUNTY GIS

SHOWN IN

<P>LARGE WOOD BLUE

%PER PLAN AND DETAILS
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<E> CRUSHED ROCK
ACCESS

| APN 122285001005 ]

<E> DECK

<E> EXTERIOR LIGHT
AND POLE. REMOVE PER NOTES 6 & 7

<E> +96LF OF ROCK BULKHEAD
(TO BE REMOVED)
SEE NOTE 4

<E> CULTURAL RESOURCES SITE
AND BUFFER AS DELINEATED
BY ARCHAEOLOGIST

(TO BE PROTECTED)

<E> +96LF OF ROCK BULKHEAD
TO REMAIN TO PROTECT
<E> CULTURAL RESOURCES

65'

<P> DECK
EXPANSION AREA

<E> CONCRETE |

PAT|O\L
<E> CONCRETE

RETAINING WALL

<E>PAVED
DRIVEWAY

| <E>23"DBHDOUG FIR
{TO BE PROTECTED)

APN 122282180297 ‘

<E> CONCRETE BULKHEAD%
ON NEIGHBORING PROPERTY

(TO BE PROTECTED)

APN 122285001006 |

EXP. 11/14/27

MASON CONSERVATION DISTRICT
450 W. BUSINESS PARK ROAD

SHELTON, WA 98584
360.427.9436

3.1.
3.2.

GENERAL NOTES
TOPOGRAPHIC INFORMATION SHOWN IS BASED ON TOPOGRAPHIC
SURVEY COMPLETED BY MASON CONSERVATION DISTRICT.

PROPERTY BOUNDARIES SHOWN ARE APPROXIMATE AND BASED ON
PUBLICLY AVAILABLE MASON COUNTY GIS. NO BOUNDARY SURVEY WAS
COMPLETED BY MASON CONSERVATION DISTRICT.

DATUMS SHOWN

MEAN HIGHER HIGH WATER (MHHW) - ALLYN, WA - 9446281

HIGHEST ASTRONOMICAL TIDE (HAT) - BUDD INLET, SOUTH OF
GULL HARBOR, WA - 9446807
ROCK FROM BULKHEAD IS TO BE PROPERLY STORED OUT OF RIPARIAN
BUFFER. SELECT PIECES AS IDENTIFIED BY ENGINEER OF RECORD OR
AUTHORIZED REPRESENTATIVE WILL BE USED TO PROVIDE ANCHORING
FOR LARGE WOOD SHOWN IN ESTUARY RESTORATION AREA AND AT
TOE OF DELINEATED CULTURAL RESOURCES AREA.

CULVERTS AND CONCRETE DEBRIS ASSOCIATED WITH REMOVAL SHALL
BE TRANSPORTED OFFSITE AND DISPOSED OF AT A LICENSED FACILITY.

EXTERIOR LIGHTING TO BE REMOVED SHALL BE DISCONNECTED FROM
ALL POWER SOURCES PRIOR TO ANY CONSTRUCTION ACTIVITIES.
UNDERGROUND POWER ALIGNMENT UNKNOWN. REMOVE AND
PROPERLY DISPOSE OF ANY LIGHTING AND/OR POLE DEBRIS
ASSOCIATED WITH REMOVAL. UNDERGROUND CONDUIT AND WIRE MAY

BE ABANDONED IN PLACE IF PERMANENTLY DISCONNECTED FROM
POWER AND NOT EXPOSED DURING SUBSEQUENT EXCAVATION
ACTIVITIES. IF EXPOSED, CUT BACK TO BURIAL POINT AND PROPERLY
DISPOSE OF ANY ASSOCIATED DEBRIS.

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE IF
THERE ARE BURIED OR OVERHEAD UTILITIES IN THE VICINITY OF THE
PROPOSED WORK. THE LANDOWNER AND/OR CONTRACTORIS
REQUIRED TO CALL 811 OR STATE UTILITIES LOCATOR SERVICE
WEBSITE FOR UTILITIES TO BE LOCATED PRIOR TO COMMENCING
CONSTRUCTION. ABSENCE OF UTILITIES ON DRAWINGS IS NOT
ASSURANCE THAT NO UTILITIES ARE PRESENT AT THE SITE.

MASON CONSERVATION DISTRICT WILL OBTAIN ALL NECESSARY
PERMITS FOR CONSTRUCTION. IT IS THE RESPONSIBILITY OF THE
CONTRACTOR TO BE FAMILIAR WITH AND COMPLIANT TO ALL
PROVISIONS OF PERMITS.

CULTURAL RESOURCES SITE AND ASSOCIATED BUFFER AS DELINEATED
BY ARCHAEOLOGIST TO REMAIN IN PLACE AND BE PROTECTED FROM
CONSTRUCTION ACTIVITIES AND TO THE EXTENT POSSIBLE FROM
SHORELINE EROSION. TO THIS END, +31 LF OF EXISTING ROCK
ARMORING (BULKHEAD) WILL REMAIN IN PLACE AND TOE WILL BE
REINFORCED AS DETAILED IN THIS PLAN SET.

LEGEND

PROPOSED GRADE MAJOR CONTOUR (5')
PROPOSED GRADE MINOR CONTOUR (1)
EXISTING GRADE MAJOR CONTOUR (5')
EXISTING GRADE MINOR CONTOUR (1')
MEAN HIGH WATER (MHW) (9.4', NAVD8S8)
HIGHEST ASTRONOMICAL TIDE (HAT) (12.2', NAVD88) 0 40 80
ACTIVE BERM PEAK ELEVATION (13.3' NAVD88) — -:-:-:-j Feet
STORM BERM PEAK ELEVATION (15.3', NAVDS8) B 1" = 20' WHEN PRINTED AT 34"X22" (ANSI D)
CULTURAL RESOURCES SITE AND BUFFER % 1" = 40' WHEN PRINTED AT 17°X11" (ANSI B)
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PROPERTY BOUNDARIES PER

/ MASON COUNTY GIS

APN 122282180295

TR
<P> FILL £70 LF OF <E> \

UNNAMED
T - — <P> EARTHEN BERM WATERCOURSE

CNGRIIRN, *\\\ _— (+500 SF) THALWEG

STREAM CHANNEL Ok SEARGE WOOD SH?EWN IN

PER PLAN AND DETAILS

<P> ESTUARY RESTORATION /NOURISHMENT Lo
[ N

AREA ————
(+4150 SF)

<P> REALIGN +55 LF OF STREAM
CHANNEL & RELOCATE —
OUTLET (MOUTH)

| APN 122285001005

<E> EXTERIOR LIGHT
AND POLE. REMOVE PER NOTES 6 & 7

<P> BEACH NOURISHMENT AREA
(2150 SF)

e —
<P> CULTURAL RESOURCES AREA
TOE PROTECTION (SALVAGED ROCK
BULKHEAD MATERIAL) AND LARGE WOOD —

PER PLAN AND DETAILS. SEE NOTE 9

<E> +30 LF OF ROCK BULKHEAD
TO REMAIN. SEE NOTE ¢

46"

APN 122282180297

<E> 23" DBH DOUG FIR
#* (TO BE PROTECTED)

<E>PAVED
DRIVEWAY

[ APN 122285001006 |

<E> CONCRETE BULKHEAD
ON NEIGHBORING PROPERTY ——

(TO BE PROTECTED)
(£370 SF)

(TO BE PROTECTED)

<E> CULTURAL RESOURCES AREA

BENCH MARK AT N.W. TOP
END OF CONCRETE RETAINING
WALL. ASSUMED ELEV =0’

EXP. 11/14/27

MASON CONSERVATION DISTRICT
450 W. BUSINESS PARK ROAD

SHELTON, WA 98584

360.427.9436

BY |CHK| DATE

HISTORY / REVISION

NO.

4.1.
4.2.

GENERAL NOTES
PROJECT WILL BE COMPLETED USING A BARGE FOR EQUIPMENT SITE
ACCESS, MATERIAL STAGING AND EQUIPMENT FUELING. PARKING IS
EXTREMELY LIMITED FOR WORKMEN AND OTHER WORK VEHICLES.

TOPOGRAPHIC INFORMATION SHOWN IS BASED ON TOPOGRAPHIC
SURVEY COMPLETED BY MASON CONSERVATION DISTRICT.

PROPERTY BOUNDARIES SHOWN ARE APPROXIMATE AND BASED ON
PUBLICLY AVAILABLE MASON COUNTY GIS. NO BOUNDARY SURVEY WAS
COMPLETED BY MASON CONSERVATION DISTRICT.

DATUMS SHOWN

MEAN HIGHER HIGH WATER (MHHW) - ALLYN, WA - 9446281
HIGHEST ASTRONOMICAL TIDE (HAT) - BUDD INLET, SOUTH OF
GULL HARBOR, WA - 9446807
ROCK FROM BULKHEAD IS TO BE PROPERLY STORED OUT OF RIPARIAN
BUFFER. SELECT PIECES AS IDENTIFIED BY ENGINEER OF RECORD OR
AUTHORIZED REPRESENTATIVE WILL BE USED TO PROVIDE ANCHORING
FOR LARGE WOOD SHOWN IN ESTUARY RESTORATION AREA AND AT
TOE OF DELINEATED CULTURAL RESOURCES AREA.

CULVERTS AND CONCRETE DEBRIS ASSOCIATED WITH REMOVAL SHALL
BE TRANSPORTED OFFSITE AND DISPOSED OF AT A LICENSED FACILITY.

EXTERIOR LIGHTING TO BE REMOVED SHALL BE DISCONNECTED FROM
ALL POWER SOURCES PRIOR TO ANY CONSTRUCTION ACTIVITIES.

UNDERGROUND POWER ALIGNMENT UNKNOWN. REMOVE AND
PROPERLY DISPOSE OF ANY LIGHTING AND/OR POLE DEBRIS
ASSOCIATED WITH REMOVAL. UNDERGROUND CONDUIT AND WIRE MAY
BE ABANDONED IN PLACE IF PERMANENTLY DISCONNECTED FROM
POWER AND NOT EXPOSED DURING SUBSEQUENT EXCAVATION
ACTIVITIES. IF EXPOSED, CUT BACK TO BURIAL POINT AND PROPERLY
DISPOSE OF ANY ASSOCIATED DEBRIS.

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE IF
THERE ARE BURIED OR OVERHEAD UTILITIES IN THE VICINITY OF THE
PROPOSED WORK. THE LANDOWNER AND/OR CONTRACTOR IS
REQUIRED TO CALL 811 OR STATE UTILITIES LOCATOR SERVICE
WEBSITE FOR UTILITIES TO BE LOCATED PRIOR TO COMMENCING
CONSTRUCTION. ABSENCE OF UTILITIES ON DRAWINGS IS NOT
ASSURANCE THAT NO UTILITIES ARE PRESENT AT THE SITE.

CULTURAL RESOURCES SITE AND ASSOCIATED BUFFER AS DELINEATED
BY ARCHAEOLOGIST TO REMAIN IN PLACE AND BE PROTECTED FROM
CONSTRUCTION ACTIVITIES AND TO THE EXTENT POSSIBLE FROM
SHORELINE EROSION. TO THIS END, +31 LF OF EXISTING ROCK
ARMORING (BULKHEAD) WILL REMAIN IN PLACE AND TOE WILL BE
REINFORCED WITH SALVAGED ROCK BULKHEAD MATERIAL AS DETAILED
IN THIS PLAN SET AND AS DIRECTED BY ENGINEER OR APPROVED
REPRESENTATIVE.

BEARING AND DISTANCE FROM WATERWARD FACE
OF CUT END OF LOG TO BENCH MARK
LOG # BEARING HORIZONTAL DISTANCE
1 S 33°49' 49" E 142.7
2 §31°48' 30" E 123.7
3 8§ 34°58' 02" E 1054
4 S 30°56' 54" E 88.0'
5 S38°31'24"E 656
6 N 75°55' 53" E 33.1
LEGEND

PROPOSED GRADE MAJOR CONTOUR (5')
PROPOSED GRADE MINOR CONTOUR (1)

EXISTING GRADE MAJOR CONTOUR (5')

EXISTING GRADE MINOR CONTOUR (1)

MEAN HIGH WATER (MHW) (9.4', NAVDSS)

HIGHEST ASTRONOMICAL TIDE (HAT) (12.2', NAVD88)
ACTIVE BERM PEAK ELEVATION (13.3' NAVDS8S)
STORM BERM PEAK ELEVATION (15.3', NAVD88)
CULTURAL RESOURCES SITE AND BUFFER

VS

0 40 80

B BN BN BN e

1" = 20" WHEN PRINTED AT 34"X22" (ANSI D)
1" = 40" WHEN PRINTED AT 17"X11" (ANSI B)

CASE INLET: BULKHEAD REMOVAL & ESTUARY RESTORATION
4620 EAST STATE ROUTE 302
BELFAIR, WA 98528
PROPOSED IMPROVEMENTS - OVERVIEW

DRAWN ACS
CHECK ACS
APPROVED ACS

DATE 02/18/2026

JOB NUMBER MCD-87

SHEET

C2




